Amphenol - Signal Contacts

8| SIGNAL CONTACTS
“ CRIMP CONTACTS
MIL-DTL-38999 SERIES I, II,Ill / EN3645 / EN4165
]
—
| INTRODUCTION
I Amphenol contacts are designed to meet and exceed SAE39029 and EN3155

standards. The following contacts are gold plating over suitable underplate.
They withstand 500 and 1500 cycles. The 1500 cycles contacts are dedicated to
MIL-DTL-38999 series Il classes H and J.

SAE39029 CONTACTS - US MIL STANDARD

500 CYCLES
CONTACT WC°'I°’ bands CONNECTOR
sPoIlc\lKoErT MILITARY Nb Mating end | Wire barrel AMPp|./|:|N0L MIL-DTL-38999 EN3645 | EN4165
s s [ st [[2nd|[3rd || s1 [su[sm
M39029/18-177 23 22 900049 X X X
M39029/58-360 22 22D 900004 X | X | X X X
P M39029/58-363 20 20 900001 X | X | X X X
M39029/58-364 16 16 900000 X | X | X X X
M39029/58-365 12 12 900005 X | X | X X X
M39029/17-172 23 22 900048 X X X
M39029/56-348 22 22D 900044 X X X
M39029/57-354 22 22D 900014 X X
M39029/56-351 20 20 900041 X X X
S M39029/57-357 20 20 900011 X X
M39029/56-352 16 16 900040 X X X
M39029/57-358 16 16 900010 X X
M39029/56-353 12 12 900045 X X X
M39029/57-359 12 12 071315 X X
A Contacts size 23 are dedicated to HD38999 Amphenol connectors.
SAE39029 CONTACTS
1500 CYCLES
CONTACT A BT CONNECTOR
PIN or AMPHENOL| MIL-DTL-38999
SOCKET MILITARY Nb Mating end | Wire barrel P/N ?Eﬂ@ EN3645
size size \ SIL[sn|sm
1st 2nd 3rd
M39029/107-620 22 22D 900317 X X
P M39029/107-621 20 20 900318 X X
M39029/107-622 16 16 900319 X X
M39029/107-623 12 12 900320 X X
M39029/106-614 22 22D 900322 X X
s M39029/106-615 20 20 900323 X X
M39029/106-616 16 16 900324 X X
M39029/106-617 12 12 900325 X X




