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STRAIGHT CABLE PLUG-CLAMP TYPE . .
CABLE B/75 Series : BNC 1/ 2
|
1.071 ————— =
(27.2)
N
DIA 0.563 i | i
(214.3)
DIA 0.256
L (26.5)
0.374/ 2 flats— ex. 0.374 / flats
(9.5/ 2 plats) (Hex. 9.5 / plats)
CABLES : RG59 KXBA
|~ CHARACTERISTICS ~
NOMINAL IMPEDANCE 5 0 STANDARDISATION
FREGUENCY RANGE 0-4 oz _
TEMPERATURE RATING -65/+165 “°¢ -
VSWR 8D + 0 x F(GHz)Maxi -
AF INSERTION LOSS 0.115 J/F(eHz) dB Maxi CABLE RETENTION 40.% '1‘0 min
VOLTAGE RATING 500 vrms Max CENTER CONTACT RETENTION
DIELECTRIC WITHSTANDING VOLTAGE 1500 vrms min Axial force - mating end hﬂ AP min
INSULATION RESISTANCE 5000 M) min Axial force - opposite end '\% rllb min
HERMETIC SEAL - cols Torque (Min) '\% é%ork.oz
NA  Atm.cn3/s RECOMMENDED TORGLES '
d onl - i
;Z:’;f (pressurized only) . “BN: Blga Mating r\g\ é:mjm
. ;
155 gZ Panel nut 3 ’_‘N7A (lzrg'o.lh.lb
- Clamp nut 1 .ggo éﬁ?ﬁlb
> CONSTRUCTION <
CONNECTOR PARTS MATERIALS FINISH
800y BRASS NICKEL
OUTER CONTACT BRASS NICKEL
CENTER CONTACT BRASS 60D
INSULATOR PTFE -
- " - ]
190Ul REVISION No DESCRIPTION ay DATE
Initiated on 17/06/91 | 13 aut oai s onoiven hare.

Approval by -

notice. Design changes may be
n order to inprove the product )
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CLAMP BRAID SLEEVE

CLAMP_NUT WASHER  GASKET
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Strip the cable .

Stripping

inch

mm

Slide the clamp nut , the washer and the
gasket onto the cable .

Slide clamp braid sleeve over braid .

Fold back braid and trim off surplus
braid .

Trim back dielectric as shown .

—
L

Solder the cable inner conductor into
centre contact .

Screw sub-assembly into the connector
body .
( recommended coupling torque 13.27 in.lb )
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Hex. : 0.374/flats

This information is given as an indication
to make any modifications judged necessary .

. In the continual goal to improve our products

, we reserve the right




