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Male front view

5W1
E

Arrangement ......
Shell size ............

Arrangement ......
Shell size ............

Arrangement ......
Shell size ............

Arrangement ......
Shell size ............

Arrangement ......
Shell size ............

Arrangement ......
Shell size ............

7W2
A

11W1
A

3W3
A

5W5
B

9W4
B

13W3
B

17W2
B

21W1
B

27W2
C

13W6
C

17W5
C

21W4
C

8W8
C

25W3
C

24W7
D

36W4
D

43W2
D

CLASS ll
0.4µm (16µ”) Au contacts gold plating

200 mating cycles

Types Shells and plating

 Tin plated shell
 *Male and female

 Tin plated shell with dimples
Male only 

77 TW

717 TW

CLASS l
0.76µm (30µ”) Au contacts gold plating

500 mating cycles

Types Shells and plating

 Tin plated shell
 *Male and female

 Tin plated shell with dimples
Male only 

177 TW

777 TW



Optimal cutout for rear mounting Standard cutout
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B B B

Arrangement with signal contacts Arrangement without signal contacts
3W3 - 5W5 - 8W8

Signal tail 0.6 mm Dia. (.0236”)
1.6 mm (.063”)PCB
For other PCB thickness: consult factory.

Description

Power (.126” tail dia.) 1

Power (.0787” tail dia.) 1

Shielded 3

Signal 2

Dimensions
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Arrangement with signal contacts Arrangement without signal contacts
3W3 - 5W5 - 8W8

Description

Shielded 1

Signal 2

Power (.0787” tail dia.) 3

Power (.126” tail dia.) 3

        Europe
HE 5 pattern =
- Europ. height
- Europ. footprint

          Mix
Mixed pattern =
- MIL height
- Europ. footprint

          MIL
MIL pattern =
- MIL height
- MIL footprint

Signal tail 0.6 mm Dia. (.0236”)
1.6 mm (.063”) PCB
For other PCB thickness: consult factory.  
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Right angle version
Connectors come equiped with metal brackets

Straight version

Straight and right angle version

BLANK: 3.10mm (.122”) dia mounting hole

BLANK: 3.10mm (.122”) dia mounting hole

A514: blind mating system FM: float mounting system

RM6: metal brackets + boardlock

RM54: RM5 4.40 threaded
RM53: RM5 M3 threaded

RM84: RM8 4.40 threaded
RM83: RM8 M3 threaded

4F: 4.40 front female screwlock
3F: M3  front female screwlock

4R: 4.40 rear nut
3R: M3 rear nut

Metal bracket

RM6

7.2 (.283)

RM8

RM5
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CurrentP/N Dimensions

Current

Crimping tool for all sizes
L17D479SP

Extraction tool for sizes 8 cts

P/N Dimensions
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Crimp ferrule and inner solder

Ferrule and inner solder

Type P/N

B FD

Cable - RGDimensions (inch)

A Max

Trim dimensions (inch)

E G

Dimensions (inch) Trim dimensions (inch)Type P/N

A Max B D

Cable - RG

E F G
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Crimp ferrule and inner solder

Ferrule and inner solder

Hand crimp tool

Extraction tool for sizes 8 cts
L17D429SP

227-0944 (without dies) (M 22 520/5-01)

Dimensions (inch) Trim dimensions (inch)Type P/N  Cable - RG

A Max B D E F G

Dimensions (inch) Trim dimensions (inch)Type P/N

B GD  Cable - RGA Max E F

dim. between 2 flat surfaceRG cables

RG 58 C/U

RG 178 B/U

RG 179 B/U

RG 180 B/U

MIL reference

M 22 520/5-05

M 22 520/5-03

M 22 520/5-03

M 22 520/5-05

Amphenol P/N

227 1221-05

227 1221-03

227 1221-03

227 1221-05

cavity A

5.41

-

3.25

-

cavity B

-

2.67

-

4.52
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Straight crimp shielded contacts:

Right angle crimp shielded contacts:

Solder straight shielded contacts:

Solder right angle shielded contacts:

inner solder contact
outer crimp contact

inner solder contact
outer crimp contact

Assembly method

Assembly method
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Shell size and Configuration:

Gender:

For right angle

TWL

Contacts:
For straight

Panel Mounting Options

Board Mounting Options

Special Deviations



Do not hesitate to contact us for further information

Amphenol IT & Communication Products
Block A3/A4, The 4th Industrial District of
Industrial Headquarters, Dong Keng Road

Gong Ming Town, Shen Zhen China
Fax:+86(0)755 2754 9955

Technical Support
Tel:+86(0)755 2717 7945

Info-dsub@amphenol.com.cn
http://www.dsubconnector.com
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